
 

 

 

GUIDE TO FITTING ANALOG CLOCK IN REAR OF ARMREST  FOCUS MK2.5 

INSTALLING AN ANALOG CLOCK INTO THE REAR OF THE ARMREST OF MK2.5 FOCUS. ----- BY PREEE 

TOOLS NEEDED 

DRILL 

5MM DRILL BIT 

HEX 20 SCREW DRIVER BIT 

3 X SCOTCH LOCKS 

METAL CUTTERS 

SCISSORS 

VINYL WRAP http://www.ebay.co.uk/itm/250821125304?ssPageName=STRK:MEWNX:IT 

ANALOG CLOCK  http:// www.ebay.co.uk/itm/260985539664?ssPageName=STRK:MEWNX:IT 

 

THIS ANALOG CLOCK IS 12V  AND THREE WIRED CONNECTION . 

 

STEP 1 ) 

REMOVE REAR ARMREST PANEL , BY LIFTING THE TOP ARMREST AND USING A HEX 20 SCREW DRIVER BIT , UN 

SCREW THE TWO TOP BOLTS 

 

 

 

 

 

 

 

 

SIT IN THE REAR OF THE CAR AND PULL FROM THE BOTTOM UNTIL IT UNCLIPS AND LIFT OUT. 

TAKE TO YOUR WORK BENCH. 

 

http://www.ebay.co.uk/itm/250821125304?ssPageName=STRK:MEWNX:IT
http://www.ebay.co.uk/itm/260985539664?ssPageName=STRK:MEWNX:IT


STEP 2 ) 

REMOVE CLOCK FROM PAKAGING AND WITH A HACK SAW CUT AWAY THE TOP SECTION OF THE CLOCK AT AN 

ANGLE , START CLOSE TO THE EDGE , SO NOT TO DAMAGE THE COMPONENTS INSIDE , YOU WILL THEN NEED 
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ENOUGH SO THAT THE CLOCK WILL SIT POINTING UPWARDS. BE CAREFULL NOT TO DAMAGE COMPONENTS. 

 

 

 

 

 

 

 

 

 

 

STEP 3) 

USING THE PLASTIC FROM THE PACKAGING START TO SHAPE IT SO THAT IT WILL SIT INSIDE THE CHUBBY HOLE. 

 

 

 

 

 

 

 

 

USING THE CARBOARD FROM THE PACKAGING 

DRAW THE SHAPE OF THE POD ON THE PLASTIC  

AND CUT OUT A HOLE WHERE THE CLOCK WILL  

SIT. 

 

 



STEP 4) 

MOCK UP THE ASSEMBLY AND THEN USE A MARKER PEN TO GAUGE WHERE THE REAR SECURING BOLTS WILL GO 

THROUGH AND THEN DRILL THE TWO BOLT HOLES AND A HOLE FOR THE WIRES. CHECK AGAIN BY MOCKING 

EVERY THING UP . 

 

 

 

 

 

 

 

 

 

 

 

 

 

STEP 5) 

CUT A SECTION ON THE VINYL WRAP CLOSE TO THE SHAPE OF THE REAR OF THE CHUBBY THIS WILL BE USED TO 

MASK THE BACK. PLACE INSIDE THE CHUBBY THEN USE YOUR FINGER NAIL TO FORCE INTO THE EDGES GIVING 

YOU A GUIDE WHERE TO CUT EXACT SIZE. 

 

 

 

 

 

 

 

 

 

 

 



NOW CUT ANOTHER SECTION OF VINYL WRAP AND WRAP THE PLASTIC SECTION , TAKING CARE TO CUT OUT THE 

HOLE FOR THE CLOCK TO SIT. NOW CUT ANOTHER SECTION OF VINYL, AND WRAP THE OUTSIDE OF THE CLOCK , 

TAKING CARE NOT TO BREAK THE CLOCK ADJUSTER. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

NOW INSERT THE PLASTIC INTO PLACE AND THREAD THE 3 WIRES THROUGH YOUR WIRE HOLE , POSITION YOUR 

CLOCK AND CHECK FITMENT , USING EXTENDING SECTIONS THAT COME WITH THE CLOCK., PUSH THE SECTIONS 

THROUGH THE TWO SECURING HOLES AND USE THE TINY SUPPLIED NUTS TO SECURE THE CLOCK. 

 

 

 

 

 

 

 

 

 

 

 

 


